turn on FA-VAS

Start-up Splash Screen

—p

return to previous mode

depress and hold Select button

—> Return

Single Frequency Modes

Multi Frequency Modes

Frequency Generator

LCR Meter

Clock

USB

Data from Memory >

Setup >

4 Return

>
Return
Language >4>T Return
5 Band Frequencies Germa.m
Clock Return English
Sweep DSP Mode > Fast
Cal/Port Model Master Standard
Cal/Port Model Actual > Precise
SOL All Frequencies
Callsign -
Backlight Mode > > Return
Display Update Cycle > Short-Delay/ps
USB Auto Mode Open-Delay/ps
Delta Frequency Load Delay/ps
SOL Load-R/Ohm
Z0 Base Load-C/fF
Impedance Model Load-L/nH
Z Range Sweep D Part-Delay/ps
Span Start TP < Return
Auto SWR >
Firmware v—»
Reset > Return
Return T |_> Off




Return

Screen >

Dataset >

Preset >

Delete Screen >

Delete Dataset >———¥

Delete Preset >—¥

Return

y
y
l Y

Return

Short-Delay/ps

Open-Delay/ps

Load Delay/ps

Load-R/Ohm

Load-C/fF

Load-L/nH

Part-Delay/ps

Return

Return

#0

y

Return

SWR One Frequency

SWR One Frequency Buzz

Imp. (Z) One Frequency

Smith One Frequency

SOL One Frequency

Y

#9

Return

Return

#0

Y

#15

Return

[,

Return

#0

Y

#4

Return

Return

Return

SWR 5 Band

SWR Single Sweep

Imp. (Z) Single Sweep

Smith Single Sweep

SWR Cycling Sweep

Imp. (Z) Cycling Sweep

Smith Cycling Sweep

SOL 5 Band

SOL Sweep

Return




Dim
On
Return Auto
Confirm Backlight Auto Time
Backlight %
< Return
« Y
Return '—>
On Return
Off Slow
Medium
Fast
PPE—
A >
Return
Return
Start 100 kHz.
On
Start 2 KHz.
Off
A >
- y Return
Return On
200 Ohm Off
400 Ohm
800 Ohm \ >
Return
Z0 = 25 Ohm
L4 Z0 = 50 Ohm
-
Z0 = 75 Ohm
Serial

Parallel




A—V Return
Delete All
#0
#9
4 Return
>
A—V Return
Delete All
#0
#15
< Return
>
A—V Return
Delete All
#0
#4
< Return

FA-VAS

VECTOR ANTENNA ANALYZER
0.01 ... 600 MHZ
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